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F1

- finalni tankoslijni nanos-omet: 0,3 cm

- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm

- toplotna izolacija: plo3¢e mineralne toplotne

izolacije iz celitnega betona: 20,0 cm

- cement-akrilatno lepilo za toplotno izolacijske plo3ce: 0,4 cm
- a.b. slopi (po stati¢nem izradunu)

- zidana stena z ope¢nim mod. blokom

S2
- sloj za ozelenitev: vegetacijska plast: 3,5 cm
filc kot akumulator vode: 1,2 cm
drenazni sloj s filtrskim voalom: 1,5 cm
- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm
- za&citni sloj: streSna lepenka
- toplotna izolacija: ekspandirani polistiren: 16,0 cm
- parna zapora: varilni bitumenski trak: 0,5 cm
- hladni bitumenski premaz
- naklonski beton C12/15 v naklonu 1%: 2,0 cm do 6,0 cm
- a.b. plo¢a: 20,0 cm

- sloj za ozelenitev: vegetacijska plast: 3,5 cm
filc kot akumulator vode: 1,2 cm
- obteZitev in zasCita izolacijskih slojev: pran prodec: 5,0 cm
- logilni in filtrirni sloj: PES filc
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm
- za&citni sloj: streSna lepenka
- toplotna izolacija: ekspandirani polistiren: 22,0 cm
- parna zapora: varilni bitumenski trak: 0,5 cm
- hladni bitumenski premaz
- naklonski beton C12/15 v naklonu 1%: 2,0 cm do 9,0 cm
- a.b. plos¢a: 25,0 cm

F4

F1

- finalni tankoslijni nanos-omet: 0,3 cm

- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm

- toplotna izolacija: plo3¢e mineralne toplotne

izolacije iz celitnega betona: 20,0 cm

- cement-akrilatno lepilo za toplotno izolacijske plo3ce: 0,4 cm
- a.b. slopi (po stati¢nem izradunu)

- zidana stena z ope¢nim mod. blokom

!

- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm

- toplotno-izolacijski sloj: mineralna volna: 23,0 cm

- hidravliéno vezivno lepilo: 0,6 cm
- a.b. stena venca: 30,0 cm

P8

- tlak: amirani in mikroarmiran beton C25/30: 12,0 cm

- lo€ilni in filtrirni sloj: PES filc

- drenaZa: prani rizel: min. 10,0 cm

- logilni in filtrirni sloj: PES filc

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 8,5 cm

- a.b. plos¢a: 30,0 cm
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Vsebina nacrta je last podjetja ELEA iC d.0.0. Vse avtorske pravice, ki niso s pogodbo prenesene na narocnika, so pridrzane. Brez pisne odobritve reprodukcija ni dovoljena. The content of this drawing is a property of Elea iC d.o.o. All rights that are not transferred to the client by the contract are reserved. Any reproduction of the drawing without a written authorization is forbidden.
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- tlak: mikroarmiran beton C25/30: 8,5cm

- logilni sloj: PE folija: 0,2 mm

- a.b. temeljna plosc¢a: 50,0 cm

- hidroizolacija: sintetiéna folija na bazi HDPE: 1,0 mm
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- podlozni beton C12/15: 10,0 cm

- komprimiran gramozni tampon

- filtrski sloj: polipropilenski filc

F2
- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 14,0 cm
- poliuretansko vezivno lepilo: 0,4 cm
- OSB plosce: 1,8 cm
- konstrukcija: horizontalni leseni morali: 8,0 cm
med morali: mineralna volna: 8,0 cm
- zrakotesni ovoj: OSB plos¢e: 1,8 cm
- parna zapora: PE folija: 0,2 mm
- sistemska podkontrukcija za st. oblogo: 4,0 cm
tankostenski poc. profili 30 mm
pritrjeni z direktnimi obesali, d=10 mm
prostor zapolnjen s stekleno volno nizke gostote
- stenska obloga: gips-kartonske plo3ce: 2,5 cm

F2
- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 14,0 cm
- poliuretansko vezivno lepilo: 0,4 cm
- OSB plosce: 1,8 cm
- konstrukcija: horizontalni leseni morali: 8,0 cm
med morali: mineralna volna: 8,0 cm
- zrakotesni ovoj: OSB plosce: 1,8 cm
- parna zapora: PE folija: 0,2 mm
- sistemska podkontrukcija za st. oblogo: 4,0 cm
tankostenski poc. profili 30 mm
pritrjeni z direktnimi obesali, d=10 mm
prostor zapolnjen s stekleno volno nizke gostote
- stenska obloga: gips-kartonske plo3ce: 2,5 cm

P2

S1/a

S1
- sloj za ozelenitev: vegetacijska plast: 3,5 cm
filc kot akumulator vode: 1,2 cm
- obteZitev in zaSCita izolacijskih slojev: pran prodec: 5,0 cm
- logilni in filtrirni sloj: PES filc
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm
- zaSCitni sloj: streSna lepenka
- toplotna izolacija: ekspandirani polistiren: 22,0 cm
- parna zapora: varilni bitumenski trak: 0,5 cm
- hladni bitumenski premaz
- naklonski beton C12/15 v naklonu 1%: 2,0 cm do 9,0 cm
- a.b. plos¢a: 25,0 cm

- tlak: tlak brez PVC: 0,2 cm

- izravnalna masa: 0,3 cm

- mikroarmiran beton C20/25: 6,0cm

- zvocna izolacija in lo€ilni sloj: PE ekspandirana folija: 0,5 cm
- polnilo za razvoj el. indtalacij: ekspandirani polistiren: 8,0 cm
- a.b. plos¢a: 30,0 cm

F4

- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 23,0 cm
- hidravli¢no vezivno lepilo: 0,6 cm
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F2
- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 14,0 cm
- poliuretansko vezivno lepilo: 0,4 cm
- OSB plos¢e: 1,8 cm
- konstrukcija: horizontalni leseni morali: 8,0 cm
med morali: mineralna volna: 8,0 cm
L] - zrakotesni ovoj: OSB ploce: 1,8 cm
—4 - parna zapora: PE folija: 0,2 mm
R - sistemska podkontrukcija za st. oblogo: 4,0 cm
= v tankostenski poc. profili 30 mm
=N pritrjeni z direktnimi obegali, d=10 mm
== prostor zapolnjen s stekleno volno nizke gostote
E = - stenska obloga: gips-kartonske plosce: 2,5 cm
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P6/a
- finalni tlak: prefabricirane bet. plos¢e: 5,0 cm
- cement-akrilatno lepilo: 1,0 cm
- podlaga: mikroarmiran beton C25/30: 8,0 cm
- logilni sloj: polipropilenski filc
- drenaZa: pran prodec: 28,1 cm -71,1 cm
- lo€ilni in filtrirni sloj: PES filc
- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 8,0 cm
-a.b. plo¢a: 30,0 cm
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P1
- tlak: liti teraco: 1,5 cm =
- vezni sloj: polimeriziran cementni pacok =
- mikroarmiran beton C20/25: 7,0cm E - _ - -
- zvoéna izolacija in locilni sloj: PE ekspandirana folija: 0,5 cm - < Z Z Z
- polnilo za razvoj el. instalacij: ekspandirani polistiren: 6,0 cm NV v s v i
-a.b. plo¢a: 30,0 cm
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% ! Z1
R - pilotna varovalna stena gradbene jame: 5,0 cm
- podlaga za vgraditev hidroizolacije,
drsno-dilatacijski sloj in hkrati
% \ toplotna izolacija: ekstrudirani polistiren: 10,0 cm
L - hidroizolacija: sinteti¢na folija na bazi HDPE: 1,2 mm
- a.b. kletna stena: 20,0 cm
K4 1
- tlak: granitokeramika: 1,0 cm ‘
- cement-akrilatno lepilo: 0,5 cm g f - K1
- hidroizolacija: dvokomponentni hidroizolacijski premaz | - tlak: mikroarmiran beton C25/30: 8,5¢cm
- podlaga: mikroarmiran beton C20/25: 5,5cm VIS SIS LA - locilni sloj: PE folija: 0,2 mm
- logilni sloj: PE foljja: 0,2 mm SERRLEES h— -a.b. temeljna plosca: 50,0 cm
- toplotna izolacija: ekspandirani polistiren: 8,0 cm KKK \ - hidroizolacija: sinteti¢na folija na bazi HDPE: 1,0 mm
- a.b. temeljna plo$¢a: 70,0 cm : Q:Q “ - toplotna' izolacija: ekstrudirani polistiren: 6,0 cm
- hidroizolacija: sinteti¢na folija na bazi HDPE: 1,0mm <> :0: | — - podiozni beton C12/15: 10,0 cm
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm 5 0:0 # “ - komp.rlmn.'an gramozni tampon
- podlozni beton C12/15: 10,0 cm ’0: — - filtrski sloj: polipropilenski filc
- komprimiran gramozni tampon 28
- filtrski sloj: polipropilenski filc § | —
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- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm

- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 23,0 cm

- hidravliéno vezivno lepilo: 0,6 cm
- a.b. stena venca: 30,0 cm
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- sistemska topl.-izolacijska fasadna obloga =
- finalni tankoslojni nanos-omet: 0,3 cm (l 2
- osnovni brezcementni tankoslojni nanos: 0,3 cm | ( =
- toplotno-izolacijski sloj: mineralna volna: 14,0 cm =
- poliuretansko vezivno lepilo: 0,4 cm
- OSB plosge: 1,8 cm M
- konstrukcija: horizontalni leseni morali: 8,0 cm o
med morali: mineralna volna: 8,0 cm «
(1

- zrakotesni ovoj: OSB plos¢e: 1,8 cm
- parna zapora: PE folija: 0,2 mm

- sistemska podkontrukcija za st. oblogo: 4,0 cm

tankostenski poc. profili 30 mm
pritrjeni z direktnimi obesali, d=10 mm

prostor zapolnjen s stekleno volno nizke gostote

- stenska obloga: gips-kartonske plo3ce: 2,5 cm

P8

- tlak: amirani in mikroarmiran beton C25/30: 12,0 cm

- logilni in filtrirni sloj: PES filc

- drenaZa: prani rizel: min. 10,0 cm

- logilni in filtrirni sloj: PES filc

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 8,5 cm

- a.b. plos¢a: 30,0 cm

Y Y Y%

Y

Y

Y

YMY‘( 180

—— -

N2

IR peeeeeeaniiaaann

e

Y

A

VYV

F4

- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 23,0 cm
- hidravli¢no vezivno lepilo: 0,6 cm

- a.b. stena venca: 30,0 cm

F2
- sistemska topl.-izolacijska fasadna obloga
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni brezcementni tankoslojni nanos: 0,3 cm
- toplotno-izolacijski sloj: mineralna volna: 14,0 cm
- poliuretansko vezivno lepilo: 0,4 cm
- OSB plos¢e: 1,8 cm
- konstrukcija: horizontalni leseni morali: 8,0 cm
med morali: mineralna volna: 8,0 cm
- zrakotesni ovoj: OSB plosce: 1,8 cm
- parna zapora: PE folija: 0,2 mm
- sistemska podkontrukcija za st. oblogo: 4,0 cm
tankostenski poc. profili 30 mm
pritrjeni z direktnimi obesali, d=10 mm
prostor zapolnjen s stekleno volno nizke gostote
- stenska obloga: gips-kartonske plosce: 2,5 cm
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- tlak: granitokeramika: 1,0 cm

- cement-akrilatno lepilo: 0,5 cm

- mikroarmiran beton C20/25: 7,0 cm

- zvoéna izolacija in logilni sloj: PE ekspandirana folija: 0,5 cm
- polnilo za razvoj el. inStalacij: ekspandirani polistiren: 6,0 cm
- a.b. plos¢a: 25,0 cm

P2

Vsebina nadrta je last podjetja ELEA iC d.0.0. Vse avtorske pravice, ki niso s pogodbo prenesene na naroénika, so pridrzane. Brez pisne odobritve reprodukcija ni dovoliena. The content of this drawing is a property of Elea iC d.o.o. All rights that are not transferred to the client by the contract are reserved. Any reproduction of the drawing without a written authorization is forbidden.
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- pilotna varovalna stena gradbene jame: 5,0 cm
- podlaga za vgraditev hidroizolacije,
v drsno-dilatacijski sloj in hkrati
A toplotna izolacija: ekstrudirani polistiren: 10,0 cm
- hidroizolacija: sinteti¢na folija na bazi HDPE: 1,2 mm
- a.b. kletna stena: 20,0 cm
/
/] K1
7777777, - tlavlf: r.nikrgarmirarj beton C25/30: 8,5¢cm
- = = - logilni sloj: PE folija: 0,2 mm
g - a.b. temeljna ploca: 50,0 cm
/] - hidroizolacija: sinteti¢na folija na bazi HDPE: 1,0 mm
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- podloZni beton C12/15: 10,0 cm
g - komprimiran gramozni tampon
/) - filtrski sloj: polipropilenski filc
/
/]
|
7
// / // s/, ////// .,

- tlak: tlak brez PVC: 0,2 cm

- izravnalna masa: 0,3 cm

- mikroarmiran beton C20/25: 6,0cm

- zvo¢na izolacija in lo€ilni sloj: PE ekspandirana folija: 0,5 cm
- polnilo za razvoj el. indtalacij: ekspandirani polistiren: 8,0 cm
- a.b. plo¢a: 30,0 cm

K1

- tlak: mikroarmiran beton C25/30: 8,5cm

- logilni sloj: PE folija: 0,2 mm

- a.b. temeljna plodca: 50,0 cm

- hidroizolacija: sintetiéna folija na bazi HDPE: 1,0 mm
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- podlozni beton C12/15: 10,0 cm

- komprimiran gramozni tampon

- filtrski sloj: polipropilenski filc

- sloj za ozelenitev: substrat z intentivno ozelenitvijo: 8,0 cm
akumulator vode in hkrati filtrski sloj: 1,0 cm

- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm

- toplotna izolacija: mineralna volna: 30,0 cm

- parna zapora: AL-PE folija

- nosilna podlaga: visokoprofilna jeklena plo¢evina: 11,0 cm

- jeklena primarna in sek. nosilna konstrukcija (po nacrtu statike)

v naklonu 1%
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S3

- sloj za ozelenitev: substrat z intentivno ozelenitvijo: 8,0 cm
akumulator vode in hkrati filtrski sloj: 1,0 cm

- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm

- toplotna izolacija: mineralna volna: 30,0 cm

- parna zapora: AL-PE folija

- nosilna podlaga: visokoprofilna jeklena plocevina: 11,0 cm

- jeklena primarna in sek. nosilna konstrukcija (po nacrtu statike)

v naklonu 1%
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- tlak: mikroarmiran beton C25/30: 5,0 cm

- vezni sloj: polimer-cementi pacok

- hidroizolacija: ekomponentna cementna malta: 0,3 cm
- a.b. plos¢a klangine: 20,0 cm

ot transferred to the client by the contract are re

- tlak: amirani in mikroarmiran beton C25/30: 12,0 cm

- lo€ilni in filtrirni sloj: PES filc

- drenaZa: prani rizel: min. 10,0 cm

- lo€ilni in filtrirni sloj: PES filc

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 8,5 cm

- a.b. plo¢a: 30,0 cm
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- tlak: granitokeramika: 1,0 cm

- cement-akrilatno lepilo: 0,5 cm

- hidroizolacija: dvokomponentni hidroizolacijski premaz
- podlaga: mikroarmiran beton C20/25: 5,5¢cm

- logilni sloj: PE folija: 0,2 mm

- toplotna izolacija: ekspandirani polistiren: 8,0 cm

- a.b. temeljna plodc¢a: 70,0 cm

- hidroizolacija: sintetiéna folija na bazi HDPE: 1,0mm

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- podlozni beton C12/15: 10,0 cm

- komprimiran gramozni tampon

- filtrski sloj: polipropilenski filc
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- rjava zemlja: 49,0 cm do 52,0 cm

- lo€ilni in filtrski sloj: PP filc

- lo€ilni sloj: polipropilenski filc

- drenaZza: pran prodec: 13,1 cm

- lo€ilni in filtrirni sloj: PES filc

- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 7,0 cm

- a.b. plos¢a: 35,0 cm

P7
- podlaga za diesel agregat: 15,0 cm

- logilni sloj: PE folija: 0,2 mm

- tamponsko nasutje: 39,0 cm do 42,0 cm

- logilni sloj: polipropilenski filc

- drenaza: pran prodec: 13,1 cm

- lo€ilni in filtrirni sloj: PES filc

- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 7,0 cm

- a.b. plos¢a: 35,0 cm

K7

- tlak: mikroarmiran beton C25/30 v naklonu 1%: 7,5 cm - 9,5 cm
- logilni sloj: PE folija: 0,2 mm

- hidroizolacija: polimer-bitumenska (aPP): 0,5 cm

- hladni bitumenski premaz

- a.b. temeljna plodc¢a: 50,0 cm

- hidroizolacija: sintetiéna folija na bazi HDPE: 1,0 mm
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm

- podlozni beton C12/15: 10,0 cm

- komprimiran gramozni tampon

- filtrski sloj: polipropilenski filc
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- tlak: granitokeramika: 1,0 cm

- cement-akrilatno lepilo: 0,5 cm

- podlaga: mikroarmiran beton C20/25: 5,5¢cm

- logilni sloj: PE folija: 0,2 mm

- toplotna izolacija: ekspandirani polistiren: 8,0 cm
- a.b. temeljna plod¢a: 50,0 cm

- hidroizolacija: sinteti¢na folija na bazi HDPE: 1,0mm
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- podloZni beton C12/15: 10,0 cm

- komprimiran gramozni tampon

- filtrski sloj: polipropilenski filc
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- sloj za ozelenitev: vegetacijska plast: 3,5 cm
filc kot akumulator vode: 1,2 cm
drenazni sloj s filtrskim voalom: 1,5 cm
- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm
- za$Citni sloj: streSna lepenka
- toplotna izolacija: ekspandirani polistiren: 16,0 cm
- parna zapora: varilni bitumenski trak: 0,5 cm
- hladni bitumenski premaz
- naklonski beton C12/15 v naklonu 1%: 2,0 cm do 6,0 cm
- a.b. plos¢a: 20,0 cm

F1

- finalni tankoslijni nanos-omet: 0,3 cm

- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm

- toplotna izolacija: plos¢e mineralne toplotne

izolacije iz celi¢nega betona: 20,0 cm

- cement-akrilatno lepilo za toplotno izolacijske plosce: 0,4 cm

- finalni tankoslijni nanos-omet: 0,3 cm

- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm

- toplotna izolacija: plos¢e mineralne toplotne

izolacije iz celi€nega betona: 20,0 cm

- cement-akrilatno lepilo za toplotno izolacijske plosce: 0,4 cm

- a.b. slopi (po stati¢nem izradunu)
- zidana stena z ope¢nim mod. blokom

- a.b. slopi (po stati¢nem izradunu)
- zidana stena z ope¢nim mod. blokom
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- osnovni brezcementni tankoslojni nanos: 0,3 cm ) E F2 | Sl MERE KONTROLIRATINA LICU
- toplotno-izolacijski sioj: mineralna volna: 14,0 cm ol= _ - sistemska topl -izolacijska fasadna obloga = Sha MESTA!
- quluretansko vezivno lepilo: 0,4 cm ;§ = - finalni tankoslojni nanos-omet: 0,3 cm ‘ ‘ ‘ ‘ =V
-0SB p|OS?ei 1,8.cm ) ) i = - osnovni brezcementni tankoslojni nanos: 0,3 cm B —
- konstrukcija: horgont'alm leseni morali: 8,0 cm (l ‘ ‘ ‘ ‘ - toplotno-izolacijski sloj: mineralna volna: 14,0 cm N T
med morali: mineralna volna: 8,0 cm (l - poliuretansko vezivno lepilo: 0,4 cm
- zrakotesni ovoj: OSB"pIo§6e: 1,8cm ;g - OSB plose: 1,8 cm N
- parna zapora: PE folija: 0,2 mm = - konstrukcija: horizontalni leseni morali: 8,0 cm
- sistemska podkontrukcija za st. oblogo: 4,0 cm = med morali: mineralna volna: 8,0 cm
tankostenski poc. profili 30 mm = - zrakotesni ovoj: OSB plogée: 1,8 cm
pritrjeni z direKtnimi obesali, d=10 mm £>< - parna zapora: PE folija: 0,2 mm
prostor zapolnjen s stekleno volno nizke gostote - sistemska podkontrukcija za st. oblogo: 4,0 cm A= N
- stenska obloga: gips-kartonske plo3ce: 2,5 cm A tankostenski poc. profili 30 mm ¢l
[©) N1 pritrjeni z direktnimi obe$ali, d=10 mm =
= - tlak; tlak brez PVC: 0,2 cm prostor zapolnjen s stekleno volno nizke gostote 1 : B
— | \ - izravnalna masa: 0,3 cm - stenska obloga: gips-kartonske plo$ce: 2,5 cm / | m
‘ - mikroarmiran beton C20/25: 6,0cm
- zvocna izolacija in locilni sloj: PE ekspandirana folija: 0,5 cm
=1 - polnilo za razvoj el. inStalacij: ekspandirani polistiren: 8,0 cm
F2 éﬁ =l= -a.b. plodga: 25,0 cm
- sistemska topl.-izolacijska fasadna obloga = =
- finalni tankoslojni nanos-omet: 0,3 cm = —
- osnovni brezcementni tankoslojni nanos: 0,3 cm i ; =
- toplotno-izolacijski sloj: mineralna volna: 14,0 cm :§ =
- poliuretansko vezivno lepilo: 0,4 cm :§ ]
- OSB plosce: 1,8 cm o=
- konstrukcija: horizontalni leseni morali: 8,0 cm § S
med morali: mineralna volna: 8,0 cm == — N1
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- zrakotesni ovoj: OSB plosce: 1,8 cm Sel= - - tlak: tlak brez PVC: 0,2 cm N1 L]
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N - sistemska topl.-izolacijska fasadna obloga F2
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700 - finalni tlak: prefabrlm_rane bet. plosce: 5,0 cm @) - osnovni brezcementni tankoslojni nanos: 0,3 cm = ol - finalni tankoslojni nanos-omet: 0,3 cm
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- drenaZza: pran prodec: 13,1 cm 1] - konstrukcija: horizontalni leseni morali: 8,0 cm [ - OSB plos¢ge: 1,8 cm
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P8 - finalni tlak: prefabricirane bet. plo$ce: 5,0 cm ?E E
- tlak: amirani in mikroarmiran beton C25/30: 12,0 cm i P S : o | — = Objekt / Project
- logilni in filtrirni sloj: PES filc m cement-akiilatno lepilo: 1,0 om — 1 1 .
.. R — - podlaga: mikroarmiran beton :8,0cm | L—1 HAN
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- logiii n fitrimi siof: PES filc locini sloj: polpropilensid il — Bezigrad - prizidek
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm / - drenaza: pran prodec: 13,1 cm m
S L . o - lo¢ilni in filtriri sloj: PES filc Investitor / Investor
- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm L i I St Mestna obg&ina Liubliana
- nakionski beton C12/15, 1,5 %: 4,0 cm do 8,5 cm = hcroizoicl: pollmer bumen | PR nanosna masa 0.9 om = sestava sioev NT 5.0 om P8 oTe oo
-a.b. plosa: 30,0 cm " ab. ologia: 300 em o ' - ab. plodta: po staticnem izradunu - tlak: amirani in mikroarmiran beton C25/30: 12,0 cm Vodja projekta / Project Leader
- plosea: <5, - cement-akrlatno lepilo: 0,4 cm - logilni in fitrini sloj: PES filc ELEAiCd.00.
- toplotna izolacija: plote mineralne toplotne - drenaZa: prani rizel: min. 10,0 cm Odgovorni vodja projekta / Project Manager
izolacije iz celiénega betona: 10,0 cm - lo€ilni in lfiItrirniusloj: PES filc o Angelo Zigon, univ.dipl.inz.grad.
F1 - zradni prostor: 57,6 cm - toplotna izolacija: ekstrudirani polistiren: 6,0 cm 1ZS G-0680
. &fa: - hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm . - .
- finalni tankoslijni nanos-omet: 0,3 cm ) podIogg.bcementno-tvlgtl(ninelpl_o:sce. 1’5_ B"; - naklonski bJetorP; C12/15. 1.5 %: 4.0 cm do 8.5 cm Projektant nacrta / Designer
- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm '?SnIOYT rkezTelm'en nitan ost9g1|2nanos. o om - ab plosca: 30,0 om v ’ ’ Primoz Hogevar, u.d.i.a. ZAPS 1221
- toplotna izolacija: plo3¢e mineralne toplotne - inaini tankosiojni nanos-omet. .2 cm ¥l ’ Izdelovalec risbe / Draftsperson
izolacije iz celi€nega betona: 20,0 cm ‘ Janja Smrke Sikovc, u.d.i.a.
- cement-akrilatno lepilo za toplotno izolacijske plo3ce: 0,4 cm
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P7/a

- rjava zemlja: 49,0 cm do 52,0 cm

- lo€ilni in filtrski sloj: PP filc

- lo€ilni sloj: polipropilenski filc

- drenaZza: pran prodec: 13,1 cm

- lo€ilni in filtrirni sloj: PES filc

- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklonski beton C12/15, 1,5 %: 4,0 cm do 7,0 cm

- a.b. plos¢a: 35,0 cm
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- drenaZa: prani rizel: min. 10,0 cm g / //
- logilni in filtrirni sloj: PES filc /// 7
- toplotna izolacija: ekstrudirani polistiren: 6,0 cm o 7 #
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P5

- tlak: liti asfalt: 3,0 cm

- stekleni voal

- podlaga: mikroarmiran beton C25/30: 15,0 cm
- lo€ilni sloj: polipropilenski filc

- drenaZza: pran prodec: 10,1 cm

- logilni in filrtirni sloj: PES filc

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklosnki beton C12/15, 1%, 4,0 do 10,0 cm
-a.b. plo¢a: 30,0 cm

F3
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm
- toplotna izolacija: plo3¢e mineralne toplotne izolacije iz
celiénega betona: 18,0 cm
- cement-akrilatno lepilo za toplotno izolacijske plosce: 0,4 cm
- cemente plod¢e 15 mm: 1,5 cm
- konstrukcija v coni HEA 200 stebrov:
vertikalni leseni morali: 20,0 cm
med morali: mineralna volna: 20,0 cm
- zrakotesni ovoj: OSB plos¢e: 1,8 cm
- parna zapora: PE folija: 0,2 mm
- sistemska podkonstrukcija za st. obloga: 4,0 cm
tankostenski poc. profili: 30 mm
pritrjeni z direktnimi obeSalo, d=10 mm
prostor zapolnjen s stekleno volno nizke gostote, v=4,0 cm
- stenska obloga: gips-kartonske plo3ce: 2,5 cm

S3

- sloj za ozelenitev: substrat z intentivno ozelenitvijo: 8,0 cm
akumulator vode in hkrati filtrski sloj: 1,0 cm

- hidroizolacija: polimer-bitumenska, dvoslojna: 1,0 cm

- toplotna izolacija: mineralna volna: 30,0 cm

- parna zapora: AL-PE folija

- nosilna podlaga: visokoprofilna jeklena plo¢evina: 11,0 cm

- jeklena primarna in sek. nosilna konstrukcija (po nacrtu statike)

v naklonu 1%

S4

- hidroizolacija: polimer-bitumenska, enoslojna: 0,5 cm

- podlaga za hidroizolacijo: OSB plos¢e: 1,5 cm

- nosilna podlaga: nizkoprofilna jeklena plogevina: 2,5 cm

- jeklena primarna in sek. nosilna konstrukcija (po nacrtu statike)
v naklonu 10%

St4

- sestava slojev N1: 15,0 cm

- a.b. plod¢a: po staticnem izraGunu

- cement-akrilatno lepilo: 0,4 cm

- toplotna izolacija: plos¢e mineralne toplotne
izolacije iz celi¢nega betona: 10,0 cm

- zraéni prostor: 57,6 cm

- podloga: cementno-vlaknene plosce: 1,5 cm

- osnovni brezcementni tankoslojni nanos: 0,3 cm

- finalni tankoslojni nanos-omet: 0,2 cm
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S P2/a P6
] - tlak: tlak brez PVC: 0,2 cm - finalni tlak: prefabricirane bet. plos¢e: 5,0 cm
= - izravnalna masa: 0,3 cm - cement-akrilatno lepilo: 1,0 cm
= - mikroarmiran beton C20/25: 6,0cm - podlaga: mikroarmiran beton C25/30: 8,0 cm
2 - zvocna izolacija in lo€ilni sloj: PE ekspandirana falija: 0,5 cm - locilni sloj: polipropilenski filc
S| - polnilo za razvoj el. indtalacij: ekspandirani polistiren: 8,0 cm - drenaza: pran prodec: 28,1 cm
S - izravnava polnila: podlozni beton C8/10: 5,0 cm - logilni in filtrirni sloj: PES filc
S - preventivna hidroizolacija: PE folija: 0,2 mm - hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
5 - polnilo: suh lomljenec: 30,0 cm - naklonski beton C12/15, 1,5 %: 4,0 cm do 7,0 cm
2 - a.b. plos¢a: 30,0 cm - a.b. plos¢a: 30,0 cm
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P5

- tlak: liti asfalt: 3,0 cm

- stekleni voal

- podlaga: mikroarmiran beton C25/30: 15,0 cm
- logilni sloj: polipropilenski filc

- drenaZa: pran prodec: 10,1 cm

- logilni in filrtirni sloj: PES filc

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklosnki beton C12/15, 1%, 4,0 do 10,0 cm

- a.b. plos¢a: 30,0 cm
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21
- pilotna varovalna stena gradbene jame: 5,0 cm
- podlaga za vgraditev hidroizolacije,
drsno-dilatacijski sloj in hkrati
toplotna izolacija: ekstrudirani polistiren: 10,0 cm
- hidroizolacija: sinteti¢na folija na bazi HDPE: 1,2 mm
- a.b. kletna stena: 20,0 cm

K1

- tlak: mikroarmiran beton C25/30: 8,50(
- logilni sloj: PE folija: 0,2 mm

- a.b. temeljna plosc¢a: 50,0 cm

- podloZni beton C12/15: 10,0 cm
- komprimiran gramozni tampon
- filtrski sloj: polipropilenski filc

P5

- tlak: liti asfalt: 3,0 cm

- stekleni voal

- podlaga: mikroarmiran beton C25/30: 15,0 cm
- logilni sloj: polipropilenski filc

- drenaza: pran prodec: 10,1 cm

- logilni in filrtirni sloj: PES filc

- toplotna izolacija: ekstrudirani polistiren: 6,0 cm
- hidroizolacija: polimer-bitumen / PUR nanosna masa: 0,9 cm
- naklosnki beton C12/15, 1%, 4,0 do 10,0 cm

- a.b. plos¢a: 30,0 cm

F3
- finalni tankoslojni nanos-omet: 0,3 cm
- osnovni cement-akrilatni tankoslojni nanos: 0,3 cm
- toplotna izolacija: plo3¢e mineralne toplotne izolacije iz
celiénega betona: 18,0 cm
- cement-akrilatno lepilo za toplotno izolacijske plo3ce: 0,4 cm
- cemente plod¢e 15 mm: 1,5 cm
- konstrukcija v coni HEA 200 stebrov:
vertikalni leseni morali: 20,0 cm
med morali: mineralna volna: 20,0 cm
- zrakotesni ovoj: OSB ploce: 1,8 cm
- parna zapora: PE folija: 0,2 mm
- sistemska podkonstrukcija za st. obloga: 4,0 cm
tankostenski poc. profili: 30 mm
pritrjeni z direktnimi obesalo, d=10 mm
prostor zapolnjen s stekleno volno nizke gostote, v=4,0 cm
- stenska obloga: gips-kartonske plosce: 2,5 cm
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- tlak: tlak brez PVC: 0,2 cm

- izravnalna masa: 0,3 cm

- mikroarmiran beton C20/25: 6,0cm

- zvoéna izolacija in logilni sloj: PE ekspandirana folija: 0,5 cm
- polnilo za razvoj el. indtalacij: ekspandirani polistiren: 8,0 cm
- izravnava polnila: podlozni beton C8/10: 5,0 cm

- preventivna hidroizolacija: PE folija: 0,2 mm

- polnilo: suh lomljenec: 30,0 cm

- a.b. plos¢a: 30,0 cm
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- hidroizolacija: sinteti¢na folija na bazi HDPE: 1,0 mm
- toplotna izolacija: ekstrudirani polistiren 6,0 cm
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